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In  an earlier paper a description w t i s  presented of an 
improved Owens automatic air filter and associated iiistru- 
ments that had been developed for use in making a survey 
of atmospheric pollution. The present paper describes 
the survey in more detail and will offer certain sugges- 
tions, based on this experience, for the conduct of other 
investigations. 

The survey was undertaken in an effort to determine 
the estent to which dust emitted from the chimneys of 
power houses and gas mnnufacturing plants within the 
city contributed to the general atniospheric pollution of 
the city. There were certain intentional limitations on 
the original scope while other limitations became apparent 
as a result of the survey. 

In  the first place, the study was restricted to the 
measurement of suspended dust which is here understood 
to include only solid particles of such size that their 
settling rate in the atmosphere is not greatly different 
from the vertical components of air velocity associated 
with normal turbulence. The measurements of dust 
concentration were to be deterniined primarily by the 
measurement of shade number in the modified Owens 
recorder, although provision was macle, as will be clis- 
cussed later, for converting the observations to weight, 
loading such as tons per cubic mile. The selection of 
meteorological data to be used in the survey was, to c t  
considerable degree, arbitrary and restricted to the 
obvious factors of wind velocity, wind direction, temper- 
ature in the shade, and humidity. 

The cletermination of the number of observation stations 
aiicl their location presented a difficult problem involving 
the necessity of choosing between a small number of 
stations with the corresponding increase in cost ant1 the 
large increase in the complexity a n d  difficulties of the 
statistical analyses. The final decision was to use eight 
observation stations located as shown in the outline mnp, 
figure 1. Effort was macle in the final placing of the 
recorders to get them at poll) ts generctlly above prevailing 
roof levels in the area so as to be reasonably free from 
major erratic variations in wind conditions. The levels of 
the observation points above sen level and above the street 
are summarized in table 1. 

Since data on wind direction and velocity were required, 
it was decided to install two Friez recording wind direction 
velocity stations, designated as A and B in table 1, rather 
than to call on the Weather Bureau for the special services 
that would be involved in making proniptly available the 
large number of observations. Data on air temperatures 
and humidity were obtained from the daily Weather 
Bureau records. 

The dust samplers were adjusted to operctte a t  the hour 
and half-hour. During the early part of the survey, they 

1 W. F. Daridson and Warren Master-Automatic dust sampling and analyzinE instru- 
ment lor atmospheric pollution surveys-Mo WEA. R E V  , Rept. 1941, 69 357-260. 

49844642-1 

were checked at least once a week, and later this interval 
was extended to about 3 weeks. The records, after re- 
moval from the machine, were examined, checked, and 
niarkecl for identification and then assembled into strips 
filling a 400-foot l6-mni. motion picture film reel. For 
measuring the records, the scanner or photoelectric densi- 
tometer was placed on a typewriter desk with the control 
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FIGURE I.-Location of recording stations. 

push-bntton near the keyboard and the meter conveni- 
ently located. A tabulating form was arranged with 48 
columns-one for each half-hour with one line for each 
clay so that entries were made across the page line by line. 
Shade numbers were recorded it1 the nearest unit, although 
the instrument readings were reproducible to better than 
one-half unit. With these facilities, an operator after a 
little esperience could measure and enter on the data sheet 
about 3,000 observations (luring the normal working day. 
With eight stations, about three days per month were 
needed for this phase of the study. 

The enormous volunie of data-about 200,000 observa- 
tions of shade number and 50,000 observations of wind 
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velocity and direct’ion for an 18 months’ survey-macle 
the use of machine tabulating methods almost imperative. 
Accordingly, meteorological and dust (shade number) data 
were transcribed to Hollerith cards. One carcl was pre- 
pared for data for each half-hour period with entries 
showing the shade number for ench of the eight stations 
and the wind velocity and direction for each of the two 
wind stations and the air temperature in the shade and 
the humidity. This made a total of 48 cards per day or 
1,440 per month-about 1 day’s work per month for the 
key-punch operator. 

The various steps by which the cards were put through 
the sorting and tabulating machine will not be described, 

Emmination of any of the tables emphasizes immecli- 
ately the enormous difficulties in the way of interpreting 
the data. Variations from day to day and from hour to 
hour are often large and have no simple explanation. 
The futility of attempting to make sound conclusions 
on the basis of a limited number of observat,ions, especially 
if they are made a t  a single location, thus becomes more 
apparent. 

Figure 2 shows a portion of a c.hart plotting daily aver- 
age values of shade number, together wit,h wind velocity 
and direction and daily mean temperature data. It is 
evident that any relations that may exist between these 
various factors are by no means simple. However, there 

A I R  POLLUTION -DUST SURVEY 

JANUARY FEBRUARY MARCH 

Y E A R  OF 1940 

FIQUBX 2. 

APRIL MAY JUNE 

as the esnct processes are of no immediate interest. Of 
the many analyses that were tried, only a few gave 
evidence of useful correlation to be extended to  the 
entire survey. 

Typical tabulations are presented here for two repre- 
sentative months, namely July 1939 and January 1940. 
These are table 2-Daily Station Averages-Suspended 
Solids Expressed as  Mean Shade Number; table 3- 
Mean Shade Number by Hour; table 4-Mean Shade 
Number for Each Wind Velocity and Time Distribution 
of Wind Velocities; table 5--Mean Shade Numbers for 
Each Wind Direction and Time Distribution of Wind 
Direction. Other data were prepared in the form of 
charts which will be discussed later. 

is a suggestion that there may be a useful correlation 
between wind velocity and shaclc number and this is 
furt,Iier borne out by the charts of figure 4. In  these the 
data for each month have been plotted on double logarith- 
mic scales. There is a clearly indicated relation that, the 
shade number (dust concentration) varies inversely as 
the square-root of the wind velocity. The correlation 
coefficient is 0.989. The explanation for this will probably 
be found to involve at<mospheric turbulence, but we have 
not attempted to study the problem in detail. 

Several attempts were made to make use of this empir- 
ical relationship in the adjustment of other data, but it 
did not seem practical to go beyond the arrangement of 
the data in table 5 where distinction is made between shade 
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number observation when the wind velocity was less than 
7.5 miles per hour and observations when the wind 
velocity was greater than 7.5 miles per hour. 

Since the chief purpose of the survey was to determine the 
extent to which specific power stations might contribute to 
the general atmospheric pollution, further analysis was 
necessary. Several earlier investigators had made use of 
maps on which they plotted some function of dust concen- 
tration and wind velocity, such for instance as the “shade- 
miles’’ used in some earlier studies of the New Pork area. 
The typical charts of figure 3, for the months of Jul 1939 
and January 1940, show a somewhat different met r iod of 
analysis. In these, an outline map is used as a base with 

wind velocity and shade number, points for low wind 
velocities lie outside those on high wind velocities. Ex- 
tension or bulge of the polygon in any direction indicates 
that some principal sources of atmospheric dust lie in that 
direction, but great caution must be exercised in drawing 
any conclusions for the data as  presented do not  tnlre any 
account of the relative dura tion of the specific coiditions. 

To illustrate one way in which these charts have been 
used, consider the data for January 1940 and assume the 
condition of a north wind of less than 7.5 miles per hour. 
Shade number for station 1 is 6.9 and w-e assume that this 
represents the concentration of dust originating in tho 
area nort>h of this station. Now, if we follow the chart to 

O d  
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the location of the various observation stat’ions indicated 
by appropriate numbers. Radial distances are then 
plotted from each central point in such a way that the 
length is proportional to the average shade number, using 
the scale shown on the chart, while the wind is froin the 
direction of the radius and is either less or greater than 
7.5 miles per hour. Thus, for January 1940, table 5 
shows that a t  station 1, north winds above 7.5 miles per 
hour resulted in a mean shade number of 5.0. This is 
plotted as a radius of 5 units long north (vertically) from 
station 1. The other radial lines are similarly plotted and 
the ends of these are connected by a series of straight lines 
forming closed polygons. Where no line is drawn i t  
indicates that there were no observntions for thnt con- 
dition. As would be expected from the relation between 

the south, we come to stsation 3 and observe from the chart 
that the shade number is 8.5 or an increase of 1.6 numbers 
above that a t  station 1. Accordingly, i t  would appear 
that an amount of dust equivalent to 1.6 shade numbers 
had been released to the atmosphere in the zone between 
stations 1 and 3. Going still further south, we reach 
station 7 and observe that the shade number has there 
risen to 11.3 and, again, we assume that dust equivalent 
to 2.S shade numbers has been released in the zone be- 
tween stations 3 and 7. All this makes a consistent story. 
Now assume the case of an east wind and take stations 4 
and 5. At station 4, the shade nuniber is 10.9 while a t  sta- 
tion 5, it  is 8.5 or a reduction of 2.4 shade numbers, which 
would indicate that dust, instead of being released in the 
atmosphere in this part of the city, is being precipitated 
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oub. Such a situation is undoubtedly possible, but the 6 p. m. Having in mind the correlation between shade 
fact that i t  can exist must serve as a reminder that cau- number and wind velocity previously mentioned, i t  is pos- 
tion, and a very considerable measure of judgment, are sible to adjust the observed data to  correspond to the 
necessary for the int'erpretation of the data. average wind velocit,y. This has been done and i t  has 

Another approach to the problem of analysis ant1 inter- been found that it, reduces the morning niaximums by a 
pretation is to take the chart of figure 5 wliicli shows the little less than 0.8 shade number (for winter) and that it 
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FIGURE 4. 

hourly variation of mean shade number for each month. 
(In plotting this the time is prevailing time.) It will be 
noted that for every nlonth there is distinct8 masirnuml 
occurring near 8 a .  m. and that there is a second maxi- 
mum, but not quite as high between 6 and S a. ni. in the 
winter niontlis. In  the smnmer months-June to Sep- 
tember-the low point for the day occurs betweeii 4 and 

ir1crensc.s the siiiniiier afternoon minimmns by about 0.2 
sliadt. number. Clearly the effects of wind velocity afford 
only a partial explanation. 

In  figure 6 there are plotted the shade number curves 
for Januctry and July and corresponding representative 
week-clay load curves of the electric utility generating 
stations. An nlniost startling feature is that from mid- 
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night until 3 in the afternoon and again from 9 in the 
evening until midnight-or during about 18 hours out of 
the 24 hours in a day-the winter and summer loads do 
not differ by a factor or more than 1.5 and in most cases 
by a factor of less than 1.1. On the other hand, during 

........ - * . .HEATING,ETC.-  j L i Lv  ................ -.. 
* .  ................ .................. I. 

I 1  I I I I I I I I I 
C 2 4 6 8 I? 12 14 I6 18 20 22 -4  

hllONlGH1 NOON 
FIGURE 6. 

these same hours the shade numbers differ by a fact,or of 
from 1.5 to 2.1. 

No accurate data a,re avdable  on the character of load 
curves for domestic house.-heating, a.part8mentf and hotel- 
heating, water-heating and incinerntors, but sonie esti- 
mates, based in part on linown load carves for gas-heating 
and district steam, are shown as curves in figure 6. The 
form ancl re,lative ma.gnitude of t'hese match t,he shscle- 
number curves considerably more closcly bliari do t,lw 
electric system load curves. 

At this point, it, should be poiiite,cl out tjlint8 load alone 
is not an adequate measure of the m lust emission from 
power station chimneys, particularly where st'olier firing 
is used. The load on the operatsing boilers arid tdie rate 
at which it is changing must be tn,ke,n into account. ,4s 
an illustration, take figure 7 which shows the. boiler load 
during a 12-hour period and the cinder loading in the stack 
(this includes cinde,r a.nd dust,). Betwe,en 4 and 6 p. m. 
t8he steam output increased by a. fa,ctor of 1.5 (50 perce.nt) 
while the cinder loading increased by a factor of 3.0 (200 
percent) and the tottal cinder and dust emission increased 
by a factor of 4.5. Then between 6 ancl 9 p. in. t'lie 1on.d 
decreased by a f,zct,or of 0.85 (15 percent) while t.he cinder 
loading decre,ased by a. fact,or of 0.60 (40 percent). This 
case should not be considered as more, t,lian an illustration 
of what may happen because ot'her d a h  show for some 
stations an almost complet,e indepeiideiice of stat,ion out- 
put and dust loading. On the other hand, when it is 
realized that t,hese observations were obtained on an in- 
stallation which included cinder and dust catchers t8hat 

were considered as among the best available a t  the time 
they were purchased, sonie idea may be gained as to the 
possible perforniaiice of installations without dust elimi- 
nators of any kind. 

Numerous analyses were made to determine any core- 
lations existing between shade nuniber and temperature 
or humidity. In no case was any useful correlation 
found. Further, the results were such as to indicate 
little justification for additional investigations in this 
region. 

It would serve no useful purpose to esamine the results 
of this survey in much more detail, as they are applicable 
only to a particular area and time. However, before 
proceeding to consider suggestions for future surveys, it 
may be helpful to offer some general conclusions. 

1.  The preclominnnt tactor influencing atmospheric 
dust concentration in the city is human habit in the use 
of fuel-chiefly fuel used for heating. 

2. Dust concentration varies inversely as the square 
root of the wind velocity. 

3. The influence of wind velocity on atmospheric dust 
concentration is much greater than the influence of tem- 
perature per se-that is, during a week the day-to-day 
variations of dust concentration depend more on wind 
velocity than on mean daily temperature. 

4. There is n seasonal variation of atmospheric dust 
concentration thnt corresponds to variations in fuel use 
for heating. 

5. The contribution to the general atmospheric pollu- 
tion of dust emission from power stations is not great 

4 

enough to be measurable by the methods used in this 
survey. 

Experience with the survey has emphasized-if that 
were necessary-the extreme complexity of the atmos- 
pheric pollution problem, and it has also shown how 
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_______ 

incompletely many of our ideas are formulated. The 
remaining part of this paper will be devoted t,o some 
discussion of a few of the many problems. 

As a start, what do we mean by atmospheric pollution? 
Is it cinders, or dust (in the sense that the term is used 
in this paper) smoke., or gases other than the “normal” 
compone,nts of air, or the. sum of all or a group of the,m? 
Why do we call it “pollution”? Is it because it reduces 
sunlight, or because it absorbs ultra-violet radiation, or 
because it soils window draperies, or is it because of some 
other reason? The writer, for one, does not know the 
answers, but for the purpose of the survey he made, a 
deliberate choice. 

Cinders and 
coarse dust generally constitute a relatively local problem ; 
dust and the sooty particles from smoke travel far, 
certainly have some effect on light absorption, and prob- 
ably are responsible for most of the soiled window draperies. 
Furt,hermore, Owens has deve,loped one method for 
measuring dust. The possibility of bad effects from gases 
was recognized, but the difficult? of measurement by 
automat,ic instrument,s for a long-time survey see,med too 
formidable a hurdle to attempt. 

Volumes might be. written about met’hods for measuring 
dust but up to the present time t,he Owens filter is the 
only one that can be c,onsiclere.d as adaptable to survey 
use where automatic operatmion is necessary. The original 
obse.rvation is based on the discoloration or darkening 
cai1se.d by the deposition of t,he dust on the white. filter 
paper. Owens showed, by an extended series of carefully 
controlled experiments that, for the types of dust (and 
smoke) with which he was chiefly concerned, there was a 
sensibly const,ant linear relation between “shade number” 
and dust concentration expressed in units such as '%oris 
per cubic mile.” Whether or not it is desirable to make 
use of this and convert the observations into loading or 
concentration must depend on two factors. First, is 
whether or not the conversion factor is sufficient.ly con- 
stant and second, is whether or not conc.entration is more 
significant than shade number. 

To answer t,he first of t’hese questions., our survey in- 
cluded tests in which measurements of shade number were 
made while drawing a, large sample (300 to 500 cubic. feet) 
of air through a fitted gla.ss filter where i t  was collect,ed 
in sufficient quantity to be weighed on a pre.cision balanc.e.. 
The results are shown in figure 8. The obse.rved point,s 
scatter quite widely, but a straight line has bee.n drawn 
as indicate.d, having the. equat,ion: 

Concentration (tons per cubic mile)=0.14X sha,de number 

The correlation coefficient is 0.88, but individual observa- 
tions depart from the equation by a fact’or of 3. 

To answer the second quest,ion, we must first dec.ide 
what c.haract,eristic of dust is most objectionable. It is 
submitted that it is soiling or dirtying from dust’ that is 
the source of most complaints from the public. And 
further, a new question is propounded: to what estent is 
dust concenteration, when measured in unitas such as 

Some of the reasons may be of interest. 

Height in feet above 

St.mt grade Sea level 
___-- I 

Description 

2 ........... 
3 ........... 
4 .......... 
5 L .  ........ 

Dust italiml 
1 ........... Office buildine roof ........................... 

Substation building roof ......................... 
Factory building roof ............................ 
Office building roof .............................. 
Top of gas holder ................................ 290 

13.. ........ Oface b-dding roof .............................. 260 
7. .......... Substation roof .................................. 
8 Oface building roof. ........... ............................. 

..I 80 I 240 
40 

150 
150 
310 
300 
60 
160 

Wind  sta- 

A .......... Factory building roof ............................ 
B.. ........ Offica building roof. ............................. 

t i m  I 
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Station no. 

- 
1 ................... 
2 ................... 
3 ................... 
4 ................... 
5 ................... 
6 ................... 
7 ................... 
8 ................... 

Average .......... 

TABLE 2.-Daily station averages of suspended solids expressed as mean 
shade number 

July 1939 

___ 
1 2  

3.6 3.4 
3.2 3.0 
3.6 3.7 
4.6 4.4 
4.0 4.0 
3.2 3.6 
3.1 3.3 
3.5 3.4 
3.6 3.6 

__ __ 

TABLE 3.-AIean shade number by hour 

July 1939 

4 5 6 7 8 __----- 
3.1 3.2 3.4 3.8 4.1 
2.6 2.i 3.4 4.2 3.6 
3.3 3.6 3.8 4.8 5.0 
4.7 4.7 4.9 5.0 4.9 
4.5 4.3 4.6 5.0 4.z 
3.5 3.8 4.3 4.6 4.8 
3.6 4.0 4.2 4.9 5.4 

3.7 3.8 4.2 4.7 4.d 
3.9 4.1 4.r 5.5 5.2 

1 Hour 

9 10 

3.9 3.5 
3.8 3.0 
4.5 4.0 
4.8 4.3 
5.2 4.2 
4.r 3.6 
5.1 4.2 
5.8 4.5 
4.7 4.3 

Station 
no. 

1 ............... 
2 ............... 
3~~ ............. 
4 ............... 
5 ............... 
6 ............... 
7 ............... 
8~ .............. 

Average ...... 

13 14 15 

2.5 2.6 2.5 
2.4 2.4 2.3 
3.0 3.2 3.2 
2.8 3.1 3.3 
2.5 2.9 2.9 
2.5 2.3 2.3 
2.7 2.7 2.6 
3.1 2.6 2.7 
2.7 2.7 2.7 

-53  
24 -_ 
3.6 
3.1 
3.6 
4.3 
3.7 
3.3 
3.0 
3.5 
3.5 

h 

E: 

5 %  
3.1 
2.9 
3.6 
4.0 
3.5 
3.2 
3.4 
3.6 
3.4 

2.6 
2.5 
2.9 
3.3 
2.6 
2.4 
2.6 
2.3 
2. 7 

2.8 
3.0 
2.8 
3.3 
2.7 
2.4 
2.6 
2.6 
2.8 

4.6 
4.3 
6 .3  
5.3 
6.7 
7.3 
6.3 
6.9 
6.0 

I 
4.4 4.6 4.7 4.7 6.3 6.6 6 . 8 I 6 . 6  6.0 5.5 5.2 
4.5 4.4 4.4 4.6 5.8 7.4 7.2 7.4 6.7 6.1 5.6 
6.4 6.3 6.3 6.8 8.3 10.2 10.6 10.0 9.5 8.6 8.0 
5.6 5.6 5.4 5.9 6 .3  7.8 8.2 8.6 7.6 6.9 6.9 
6.6 7.5 6.7 7.4 7.5 8.6 8.3 8.1 7.2 6.3 5.9 
7.2 7.4 7.8 8.5 9 . 4 1 0 . 5  9.9 9.4 8.9 8.2 8.0 
6.2 6.3 6.5 6.8 7.5 9.1 9 . 9 1 0 . 3  9.4 8., 7.9 
6.6 6.4 6.5 6.7 7.2 8.2 8.7 9.2 8.9 8.3 8.0 
5.9 6.1 6.1 6.4 7.3 8.5 8.7 8.7 8.0 7.4 6.9 

Station no. 

1 ............... 
2 ............... 
3 ............... 
4 ............... 
5 ............... 
6 ............... 
7 ............... 
8 .............. 

Average ._._. 

13 14 15 ie 17 18 19 zo 21 22 23 24 

__ - __ - __ - - - __ - __ __ 
4.8 4.7 5.0 5.3 5.6 6.0 5.9 5.6 6.1 5.7 4.6 4.6 
5.4 5.1 5.1 5.3 5.7 6.0 6.1 5.9 6.0 5.7 5.0 4.4 
7.2 7.0 7.2 7.7 8.0 8.4 8.5 8.8 8.6 8.0 7.0 6.3 
6.4 6.3 6.0 6.2 6.5 6.7 6.3 6.5 6.9 6.4 6.2 5.7 
5.3 5.2 5.3 5.t 6.1 6.7 6.7 6.4 6.1 6.5 6.6 6.8 
7.2 6.8 6.8 7.1 1.5 7.9 8.2 8.1 7.9 7.5 7.4 7.1 
7.4 7.0 6.9 7.4 r.3 7.4 7.3 7.0 7.0 6.9 6.5 6.4 
7.4 7.0 7.1 7.3 7.6 7.3 7.3 7.2 6.9 7.3 7.2 6.9 
6.4 6.1 6.2 6.5 6.8 7.0 7.0 6.9 6.9 6.8 6.3 6.0 

1 .................................. 
2 .................................. 
3 .................................. 
4 
5 .................................. 
6.- ................................ 
7 .................................. 
8 .................................. 

Average ......................... 

.................................. 

3.5 
4.0 
5.2 

10.3 
7.1 
6.7 
4.9 
5.9 
6.0 

3.1 
3.0 
3.6 
4.0 
3.2 
2.8 
3.1 
3.2 
3.3 

2.9 
2.6 
3.0 
3.6 
2.7 
2.6 
2.8 
2.8 
2.9 

2.4 
2.5 
3.6 
3.2 
3.2 
3.2 
2.7 
3.2 
3.0 

.................. 

.................. 

.................. 

_ _ _ _  _.____ __.___ 
.................. 
_.__._ ._____ __..__ 
.................. _ _ _ _ _ _  ._____ ._____ 

__.__. ._____ __.___ 

3 
- 
3.3 
2.8 
3.4 
4.5 
4.0 
3.5 
3.6 
3.9 
3.6 
- - 

Hour 
- 
16 

2.4 
2.1 
2.9 
3.3 
2. 7 
2.4 
2.8 
2.6 
2.6 

- 

- 

- 
17 

2.3 
2. 3 
2.9 
3. 1 
2.4 
2.3 
2.4 
2.4 
2.5 

- 

- 

- 
20 

2.8 
2.9 
3.0 
3.7 
2.5 
2 6  
2.7 
2.7 
2.9 

- 

- 

January 1940 

Hour 
Station no. 

1 ~ 2 ( 3 ~ 4 ~ 5 ~ 6 / 7 / 8 ~ 9 ~ 1 0 ~ 1 1 ~ 1 2  

1 ................... 
2 ................... 
3.. ................. 
4 ................... 
5. .................. 
6 ................... 
7. - - -. . - - -. - - - -. . - - - 
8.. ................. 

Average.. ........ 

January 1940 ' Hour I - 
ha ig 
i?, 
2< 

5.4 
5.6 
7.9 
6.5 
6.7 
8.0 
7.5 
7.4 
6.9 

> >  

- 

- 

I Date Date 13 

TABLE 4.-Mean shade number for each wind velocity 

July 1939 

Wind velocity-miles per hour 

0 / 5 ( 1 0 ( 1 5 ( ~ ( 2 5 ( 3 0 ( 3 5  
6tat.ion no. 

3.5 
3.4 
4.3 
4.7 
4.8 
4.2 
4.6 
4.9 
4.3 

Pererntape oJfime uririd ia oJoiven vclocitg 

1-4 ................................ 0.4 
5 4  ................................ 1.5 

18.2 51.7 28.4 1.3 .................. 
24.2 54.1 19.9 0.3 .................. I I I I I I  
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6.0 
6.0 
8 . 2  
6.9 
7.1 
8.5 
8.1 
8.1 
7.4 

TABLE 4.-Mean shade number for each wind velocity-Continued 

January 1940 

6.1 
6 .4  
7.7 
6.2 
5.6 
7.4 
6.8 
6.6 
6.4 

TABLE 5.-Mean shade number jor each wind direction-Continued 

July 1939-Continned 

Arnntage of time wind is from given diredion 

3.7 
4 .3  
6.3 
6.0 
6. 7 
6.6 
5.3 
5.4 
6.3 

Wind velocity-miles per hour 
- ---____ 

5 ~ 1 0 ~ 1 6 ~ 2 0 ~ 2 6 ~ 3 0 ~ 3 5  

3.1 
2.9 
4.9 
3.9 
6.3 
4.8 
3.1 
4.1 
4.0 

station no. 

*2.0 
'2.0 
'2.3 
'1.7 
e7.3 
*8. 7 
06. 7 
a5.7 
4.5 

Wind direction 

N. / N E . /  E. I S E .  1 S. 1 S W . l  W. -------- I Station No. 
'1.3 
*1.3 
'1.0 
*1.3 

____.___ 
_____.__ _ _ _ _ _ _ _ _  _ _ _ _ _ _ _ _  

1.2 

8 .9  
8 .3  

11.7 
10.9 
8.5 

*12.4 
9.1 

10.6 
9 .9  

10.1 

'8.0 .___.__________ 
*8.5 _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  

'13.0 _ _ _ _ _ _ _ _  _ _ _ _ _ _ _  
*10.5 _ _ _ _ _ _ _ _  _._.__. 

__._..._________ *9.0 
.._.._.. __....__ '9.1 
______...___.___ '8.4 
______._ __.___.. *8.7 

10.0 ____________... 
- _ _ _ _ - _ _ _ _ _ _ _ _ _ _  8.8 

4.1 
4.2 
4.7 
6 .4  
3.7 
3.9 
6.1 
6 .3  
4.6 
4.8 

2.7 
2.3 
3.3 
3.9 
4.8 
4.4 
5.6 
6 .9  
3.1 
6.1 

6.7 
4.7 
6.6 
6 .1  
6.5 
7.3  
6.8 
7.5 
6.8 
7.0 

6.7 
4 .2  
6.8 
R.3 
7.6 
6.6 
6.6 
6.6 
5.6 
6.6 

6.8 
6.3 
8.6 
7.1 
7.8 

8 . 3  
7.9 
7.0 
8.2 

9.0 

4.2 
4.8 
7.6 
6.5 
4.8 

6.6 
6.6 
6.6 
6.3 

7.1 

3.7 
3.2 
3.8 
4.6 
2.4 
2.4 
3.7 
3.7 
3.8 
3 .0  

2.4 
2.1 
2 .6  
3.3 
2.7 
3.8 
2.8 
3 .6  
2.6 
3 .2  

1. 9 
2.2 
2.6 
2.7 
2.6 
2 .6  
1.8 
2.2 
2.4 
2.3 

3.2 
3.4 
3.9 
4.2 
3.6 
2.5 
2.4 
2.4 
3.7 
2.7 

NW. 

6-8 1-4 _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ !  ._______________ 10.9 4 .61  l::!l 16.6 3 .71  15.91 19.7 25.01 15.6 9 .9  6.8 
12.3 
12.4 

January 1940 

For wind nctocities below 7.6 milc.4 per hour 
Percentage of lime wind ia of given velocitg 

I I I I I I 

Wind direction 
BtationNo. - 

I N  

- 
N W  

- 
W N E  E I S E (  5 I S W  

'Leas than 10 readings. 

TABLE 5.-Nean shade number for  each win? direction 
July 1939 

For wind oelocities below 7.6 miles per hour 
1 

7.7 
7.1 

11.6 
8.9 
8.3 

*12.2 
9.7 

10.4 
8 .8  

10.1 

'6.8 
*8.4 
'8.8 
'7.6 
9.6 

10.1 
10.3 
10.1 
7.9 

10.0 

7.8 
7.9 

11.4 
9.6 

*8.1 
*9.1 

*lo. 2 
v 1 . 3  

9.1 
9 .7  

Wind direction _- 
8. 

Station No. 
N. 1 NE.  1 E. 

-- 
SE. 

- 
8W. W. I NW. 

2.9  
2.7 
3.9 
3.6 
4.3 
4.2 
3.2 
3.3 
3.3 
3.8 

2.8 
3.9 
3. 6 
6 .2  
4.1 
3 .8  
2.5 
3.1 
3.9 
3.4 

6.0 
4.8 
6 .4  
6. 7 
4.4 
3.7 
3 .0  
3.1 
6.7 
3.6 

6.6 
6.6 
6.9 
6. 0 
6. 0 
4. 6 
6.0 
6.5 
6.8 
6.6 

For wind oelocities a b m  7.6 miles per hour 

' 7.3  
I 7.5 
1 9.7 

8 .3  
8 .4  
8.8 
8.3 
7. 6 
8.2 
8 . 3  

e4.2 
'7.2 
'6.0 
-4.6 
a4.0 
3.7 
2.7 
2.8 
5.3 
3.3 

4.7 
6.7 
6. 0 
6.0 

*2.6 
'2.3 
Y . 9  
6.6 
2.6 

- -. . . 

For wfnd oelocities above 7.6 miles per hour - 
6.0 
4 . 2  
4 .5  
4 . 9  
4.1 
3 .4  
4.1 
3.8 
4.6 
3.9 

- 
2. 2 

6 2 . 1  
3.1 
2.4 
2.4 
3.7 
2.2 
2 . 3  
2.6 
2.6 

2 . 4  
2.1 
3.0 
3.0 
2.9 
3.4 
3 .2  
3.8 
2.7 
3.3 

Percentage of itme wind ir from a given direction 

Leas than 10 readings. 
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